Laser Array Spec
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	Lasertype:
	Direct diode
	Storage temperature:
	-10℃ to +45℃

	Laser Power:
	300mW
	Operating temperature:
	-5℃ to +45℃

	Wavelength:
	638nm
	Electrical input:
	90-240Vac, 50/60Hz, Max. 60W

	Optional  Wavelength:
	445,520nm
	Cooling:
	Low noise air cooling

	Beam diameter:
	3.5mm
	Housing:
	Aluminium alloy

	Beam divergence:
	<=1.0 mrad
	Mounting:
	Lamp Hook

	Lifetime:
	Up to 10.000 hours
	Total Weight:
	10kg

	Input signal:
	DMX
	Dimensions(W x H x L)
	920 x 150 x 100mm

	Features:
	10 channel, testmode, setting DMX channel
	Accessories:
	Fightcase, gratings, lamp

	Safety:
	EN60825 compliant
	
	


-Diode-Technology


-High-Brightness


-Excellent Beam Quality


-DMX-Control


-Parallel Output


-Each Diode Fades


-Safety Features





Beginning DMX channel





Setting DMX Channel





Function:


Test Mode(Test mode all beam turn on)


Normal Mode(Control by DMX)





DMX Signal Conductor





Adjust Beam Angle





DMX Plug





Industry Power Plug








