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Laser Head

Adjust
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Cooling
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NEC GLG3030

Hour
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FAN1
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Head Fan

P1-1
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Tube-
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P1-16
AC Hot

P1-20
 AC Ret
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THSW
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THSW Ret

R323
1K

1/2W

P1-22
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P1-6
Anode B+
+125 VDC
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10K

Red
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R200
.2 55W

A

Cathode

R320
22K

R322

200K

R319

47K

C308
100pF

R109

10K

Black
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.2 V/A
Tube Current

R324
1K

Laser Tube
Anode

R105

1K

C101
100uFCB

J1-2

P1-14
-15

R102

1K

TR100
2SC2720

R103
270
1/2W

P1-19
Laser Pwr
Output

P1-8
Shield &
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LED200

Power On

C100
100uF

R201
10K

1/2 W

P1-10
Out2

P1-15
Output

P1-9
Out1

Yellow

+

.2 V/mW

R107

10K

  

C303
1nF
3KV

Laser Power

P1-5

P1-2

Interlock

Light Sense Preamp

P1-3
Frame
Ground

R106

10K

Blue

-

Spark Gap
UDB-3

R321
33K

C307
.68uF

CR302 CR301

T1

Igniter

R306
20K
1/2W

SCR302
P4M

R303

2.4K
1/2W

PUT302
N13T1

CR304

C306
22uF

R301

33K
1/2W

Ionized Sensing Circuit

CR303

R302
150K
1/2W

C302
22uF

SCR301
5P4M

CR305

R304
2.4K

Trigger Circuit

PUT301
N13T1

R305
1K

C301
22uF
350V All resistors are 1%, 1/4W unless otherwise noted.

WARNING: Measure test points with ISOLATED meter!

Notes:


